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FILE NAME

PROJECT Center and West Laraway Roads

CLIENT  Strand Associates, Inc.
sormg 11 DATE STARTED  3-7-08 DATE COMPLETED  3.7-08 JOB  L-70,792
ELEVATIONS WATER LEVEL OBSERVATIONS
GROUND SURFACE 102.3 YV WHILE DRILLING Dry
END OF BORING 92.3 Y/ AT END OF BORING Dry
L ¥ 24 HOURS
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2 8| SAMPLE ¥
o N WC | Qu [/DRY|DEPTH|ELEV. SOIL DESCRIPTIONS
0 -1 @ INO. |TYPE
apt @ . .
16.5" Bituminous Concrete
1 o 14| 100.9
el S8 Crushed Stone Subbase, trace topsoil
o 25) 998
-
Y Very tough brown and gray SILTY CLAY
o 2185 | 10 {198] 225 LOAM, little sand, trace gravel, moist (A-6)
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v 55| 96.8
~1
9 3] 85| 13 | 183|647
0 P48
4 Hard brown and gray SILTY CLAY, little to
1 V] some sand and gravel, moist (A-6)
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t A 4] 85| 16 | 163|011
= (A 4.54%
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E} i End of Boring at 10.0'
= * Approximate unconfined compressive
w - strength based on measurements with a
= calibrated pocket penetrometer.
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i 26 Divésior} lines be{weelj deposits. reprgsen{
B DRILL RIG NO. 3_@,{,_ ) approximale boundaries between soil types;

in-situ, the transition may be gradual.

DISTANCE BELOW SURFACE IN FEET

TSC 70792.GPJ TSC_ALL.GOT 4/8/08

PROJECT Center and West Laraway Roads

TSC

CLIENT  Strand Associates, Inc.
BORING 12 DATE STARTED 3-7-08 DATE COMPLETED 3-7-08 JoB  L-70,792
ELEVATIONS WATER LEVEL OBSERVATIONS
GROUND SURFACE 100.4 YV WHILE DRILLING Dry
END OF BORING 90.4 ¥V AT END OF BORING Dry
V¥ 24 HOURS
SAMPLE
5 N |wc | au |YDRY |DEPTH|ELEV. SOIL DESCRIPTIONS
NO.|TYPE
9" Bituminous Concrete
A 08/ 996
OO A Crushed Stone Subbase
I RN 4] 88| 1 !
0N 21| 983
71 B 18.5| 4.5+~
Yy Hard brown and gray SILTY CLAY LOAM, little
) to some sand, trace gravel, moist (A-6)
¥ o | ss | 16 | 163|725 LL/PL/PI = 39/19/23
97 a5
5—; 50/ 954
/
- Hard brown CLAﬁY LOAM, little sand and
| ist
ugy 3| ss | 27 |159]4.25° gravel, moist (A-6)
< 75 929
/] Hard brown and gray CLAY LOAM, litile sand
41 and gravel, moist (A-6)
] 4185 | 31 162536
e 4.5+
10
End of Boring at 10.0'
* Approximate unconfined compressive
- strength based on measurements with a
calibrated pocket penetrometer.
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DRILLRIG NO. 262

Division lines between deposits represent
approximate boundaries between soil types;
in-situ, the transition may be gradual,
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